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Flussirari reserves the right to modify the characteristics of its products and their availability without prior notice. The information provi-
ded, including product details, technical data, illustrations, and specifications, is not considered binding. Flussirari accepts no liability for 
any discrepancies. In our continuous pursuit of product enhancement, we retain the prerogative to make changes to specifications or 
materials without prior notification, provided such modifications do not compromise the functionality of the product.
For the most current and authoritative specifications, users are advised to refer to the specification sheets available at www.flussirari.it. 
These documents supersede all other printed or electronic versions and are reflective of the latest updates and revisions.
Compliance may vary in each power supply based on country-specific technical regulations.

COMPLIANCE

CERTIFICATIONS / POWER SUPPLY COMPLIANCE CHOICES

!      Beam angles, optics tailored for specific projects, asymmetric effects, special lenses, opal diffusers, 
reflector RAL color (if different from white), and the use of anti-glare accessories collectively 
contribute to variations in total lumen flux compared to the technical sheet data.

LIGHT DISTRIBUTION
 Luce lineare con sistema modulare. Diffusore 

opalino con tramatura prismatica; fornisce una 
maggior potenza luminosa, assicura massima uni-
formitò ed un’alta efficienza luminosa. 

Alloggiamento: alluminio pressofuso

Diffusore: opalino antiabbagliamento

LED: risparmio energetico L80/B10/F10 - durata 
50.000 h - temperature di lavoro da -21°C a 56° 

 Professional linear light, modular system. Opal 
diffuser with prismatic texture, provide powerful light-
ing, it ensures an excellent uniformity and high lumi-
nous efficacy.

Housing: die cast aluminium

Diffuser: opal anti-glare

LED: reducy energy consumption with L80/B10/
F10 - 50.000 hrs lifetime working under temp (-21°C 
to 56°C)

LINEA OPAL

COD. POWER LUMEN LIGHT SIZE (mm)

30312015 15W 1125 lm direct 575 x 62 x 82h

30312022 22W 1650 lm direct 855 x 62 x 82h

30312030 30W 2250 lm direct 1135 x 62 x 82h

30312038 38W 2850 lm direct 1415 x 62 x 82h

30312045 45W 3375 lm direct 1695 x 62 x 82h

30312052 52W 3900 lm direct 1975 x 62 x 82h

30312060 60W 4500 lm direct 2255 x 62 x 82h

30313007 15W+7W 1275+771 lm direct + indirect 575 x 62 x 82h

30313011 22W+11W 1870+1213 lm direct + indirect 855 x 62 x 82h

30313015 30W+15W 2550+1653 lm direct + indirect 1135 x 62 x 82h

30313019 38W+19W 3230+2094 lm direct + indirect 1415 x 62 x 82h

30313022 45W+22W 3825+2425 lm direct + indirect 1695 x 62 x 82h

30313026 52W+26W 4420+2866 lm direct + indirect 1975 x 62 x 82h

30313030 60W+30W 5100+3306 lm direct + indirect 2255 x 62 x 82h

CCT OPTIONS

2700K	 Warm white
3000K	 Warm white 
4000K	 Neutral white
5000K	 Cool white
6000K	 Cool white
6500K	 Cool white

DRIVER OPTIONS

OF	 On/Off

OPTIONAL

FINISHING: �White 
Black 
Grey 
Yellow 
Green 
Orange
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